
Weight 14 lb

PixelPitch 1.95mm

Cabinet Size 19.68 in × 19.68 in

Module Resolution 128 px × 128 px

Pixel Density 262,144 dots/m²

Refresh Rate 7680 Hz

Horizontal &
Vertical Angle

160º

Brightness 800–1,000 cd/m²

Gray Scale 14-bit

Contrast Ratio 8,000: 1

IP Rating IP20

LEDs Nationstar 1515s

Receiving Card NovaStar A8s Pro

Input Voltage AC100-240V

Average Power
Consumption

180W/m²

Max Power
Consumption

580+3%W/m²

Estimated Life
Span 

100,000 hours 

Cabinet Thickness 30mm

Certification CE, ETL

615-599-1505   1 of 1 | Springtree.net

Springtree’s 1.9 mm Pixel Pitch LED
Video Wall delivers a breathtakingly
beautiful display while featuring an ultra-
light, ultra-thin design. Constructed from
die-cast aluminum, it offers excellent
strength and flatness. Hidden internal
cable routing helps keep the installation
clean while making maintenance easier.
With front serviceability and ETL
certification, Springtree video walls are
built for both performance and
convenience.
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	Springtree’s 1.9 mm Pixel Pitch LED Video Wall delivers a breathtakingly beautiful display while featuring an ultra-light, ultra-thin design. Constructed from die-cast aluminum, it offers excellent strength and flatness. Hidden internal cable routing helps keep the installation clean while making maintenance easier. With front serviceability and ETL certification, Springtree video walls are built for both performance and convenience.
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